ZIRCON

UNINTERRUPTIBLE POWER SUPPLY
ZIRCON Model : NT Rating 800-100VA
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Specifications

Rating |

[ Optional
Input Voltage 220 VAC +/-25%

Frequeny | 50/60Hz. +-10% (Auto sensing)
Output Voltage 220 VAC +/-10%(AVR,Line ) ,+/-5%(Battery)

| Frequency | 50Hz (+-04%) ]

Wave Form (Battery Mode)

Simulate Sinewave (Batt. Mode), Sinewave (AVR Line)

System Protection

System Design

Line Interactive with Stabilizer, Microprocessor Control

Reset Fuse Protection

Battery L..o........Mainterance froe Sealed Lead-acid Battery 12V.78Ah |
o..........%6hours (90% after fully discharged) |
Backup Time Backup Time 15-30 Mins. (Depend on loads)
Indicator LCD Digital Display Input Status(High, Normal, Low Voltage), Output Voltage, AC Mode

Battery Mode, Battery Level, Load Level, Low Battery, Overload, Fault

Environment

Ambient Temperature

| Helative Humidity

0t0o40°C

90% (non-condensing)

Safety EN50091, EN60950, IEC 801-2, EN 50091-1-1, EN 50091-2
Software USB Port Window 2000, 2003, XP, Vista, 2008, Window 7, Linux, Unix, Mac
Factory Standard Regulatory Approvals 1S09001:2008, 1S014001, CE, FCC, RoHS
Dimensions DxWxH (mm.) 289x101x139
Weight kg. 4.5kg. [ 4.7kg. 4.9kg.
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