TRUE ONLINE
DOUBLE CONVERSION
TECHNOLOGY

Model: ZC-EP
3:3 Phase

Rating: 10kVA-80kVA

Advanced working mode

Double Conversion on-line design, which makes the
output & purs sine weve source with trecking freguency,
phese-lock and voltage regulation. noise suppression,
but no power fluctuation interference, providing the load
with more comprehensive protection. Zero transfer time
of output, satisfies high standerd powsr requiremants
of precision equipment. Input power factor is 0.98; with
the filter, which improves the energy efficiancy. reduces
the harmonic poliution of the powsr grid and lowers the
UPS running cost.

Full D8P Control

The digital control brings the excellent performancs,
avoids the risks baceuss of anelog devices feilure and
makes the control system more stable and reliabla.

High output power factor

The cutput power factor can reach 0.9 [lagging) .
which hes a higher ectual loed cepacity, and saves
the user’s investment.

Wide adaptability

The range of AG input voltage is 380/400/415Vac
+/- 25% there by reducing the battery using frequency
and greatly extending the battery lift Wide input frequency
ranging from 45Hz to 65Hz. ensures all types of fuel
generators connected work stable.

Compatible with the generator

Specially designed power walk in function reduces the
in-rush current when systemn starts, thus lowers the
requirement of the generetor thet parallel system
demands.

industrial UPS
Isplation Transformer
Rating: 10kVA-80kVA

Strong overiosd capability
Whaen the overloed is 110%/125%/150%. it can
be maeintained G0min/10min/1min.

Comprehensive and relisble protection
Salf-diegnosis function before stert-up. evoids tha risks
thet the failure may lead to.

The multi-protactions such as AC input under/over
voltege, overload, short-circuit, over-currant, over bus
voltags, over- temperature, fan failure, awdlisry power
failure, battery under voltage, bettery over-chaerga and
50 on greatly ensure the system stability end reliability.
Bypass function. When overload or UPS fails, it can
transfer to bypass without interruption to provide AC
power to load and provide the alarm information as well

EPQ function

An EPO button is embodied in the LCD display panel.
Press the EPO button in emergency can shut down
the UPS.The EPO button adapta the concava dasign
with a transparent cover, which cen avoid misuse.
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